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DIRECTIONAL CONTROLS
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DSG-005 Series Solenoid Operated Directional Valves
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Space Needed to Remove
Solenoid-Each End.

Pressure Port "P"

Cylinder Port "A"Cylinder Port "B"

Tank Port "T"

Spring Centred: DSG-005-3C   -     -40/4090A
D●

■ Flying Lead Wire Type

Lead Wire
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SOL b

For other dimensions, refer
to “Spring Centred” type.
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Spring Centred: DSG-005-3C   -     -N/N1-40/4090A
D●

Spring Offset: DSG-005-2B   -     -N/N1-40/4090A
D●

■ DIN Connector Type / DIN Connector with Indicator Light

Cable Departure
Cable Applicable:
Outside Dia. .... 3.5-6 mm (.14 - .24in.)
Conductor Area ....

  Not Exceeding .75mm2 (.0012 sq. in.)

Single Solenoid Models Only Lock Nut
Tightening Torque: 
  2.9 - 3.9 Nm (25.67 - 34.52 in. lbs)

The position of the Plug-in connector can be 
changed as illustrated below by loosening the 
lock nut.  After completion of the change, be 
sure to tighten the lock nut with the torque as 
specified below.

For other dimensions, refer to “Flying Lead Wire Type”.●

DIMENSIONS IN 
MILLIMETRES (INCHES)



DSG-005 Series Solenoid Operated Directional Valves342

32
(1.26)

7.
5

(.
30

)

T

A B

P

85
(3.35)

71
(2.80)

7
(.28)

28
(1.10)

14
(.55)

21.5
(.85)

20.75
(.82)

25
(.

98
)

21
.5

(.
85

)

63
 (

2.
48

)

48
 (

1.
89

)

37
(1

.4
6)

24 (.
94

)

11 (.
43

)

12.5
(.49)

35.5
(1.40)

58.5
(2.30)

15
(.59)

"C" Thd.
4 Places

"D" Thd. 7.5(.30) Deep
4 Places

2.7(.11) Dia.
4(.16) Deep

7(.28) Dia. Through
11(.43) Dia. Spotface
       2 Places

4.3(.17) Dia.
4 Places

Sub-plates: DSGM-005   -20/2080/2090■
DIMENSIONS IN 
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Piping Size
"C" Thd.

"D" Thd.
Sub-plate

Model Numbers

DSGM-005X-20

DSGM-005X-2080

DSGM-005X-2090

DSGM-005Y-20

DSGM-005Y-2080

DSGM-005Y-2090

Rc 1/8

1/8 BSP. F

1/8 NPT

Rc 1/4

1/4 BSP. F

1/4 NPT

M4

No. 8-32 UNC

M4

No. 8-32 UNC


