
Pilot Operated Flow Control Valves / Pilot Operated Flow Control and Check Valves292

DIMENSIONS IN
MILLIMETRES (INCHES)

Mounting surface: 
FH G-02: ISO 6263-AK-06-2-A 
FH G-03: ISO 6263-AM-07-2-A

Terminal Box Type

FHG/FHCG-02-30-*-*-13/1390
FHG/FHCG-03-125-*-*-13/1390
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Model Numbers
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Note: For dimensions of the valve mounting surface, see the 
installation drawing (P.281 and 282) of the sub-plate used 
together.
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Numbers
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Dimensions    mm (Inches)
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Model
Numbers

104
(4.09)
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"e" Dia. Through 
"f" Dia. Spotface 

4 Places

Controlled Flow Inlet or 
Reversed Free Flow 
Outlet Port

Controlled Flow Outlet or 
Reversed Free Flow Inlet Port

Pilot Line Tank Port "T" "n" Thd. 
(Rear) Pilot Line Pressure Port "P"

"n" Thd.
Electrical Conduit Connection 
"t" Thd. (Both End)

Manual Actuator
6(.24) Dia.

Lock Nut 
19(.75) Hex.

Locating Pin 6(.24) Dia.
"j" Places

Mounting Surface 
(O-Rings Furnished)

Pressure Compensator 
Stroke Adjustment
(Only for FH G- - -N )

INC.Pilot Flow Adj. Dial 
(For "B" line)

INC.
Min. Flow 
Adjustment Screw

19(.75) Hex.

INC.

Pilot Flow Adj. Dial 
(For "A" line)

Max. Flow Adjustment Screw 
19(.75)

INC.

 Hex.


