
170 A3HG Series High Pressure Variable Displacement Piston Pumps 
Pressure Compensator Type

A3HG Series High Pressure Variable Displacement Piston Pumps 
Pressure Compensator Type

Detail of Drain Port★4

★1. Install the pump so that the “Filling Port” is at the top.
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■ Flange Mtg. Two Bolts:A3HG56-FR01KK-E1C/E2C/U1C/U2C/J1C

13

78.5

10
6.

5

271

300

27.8

223

278

57
.2

14
0.

5
10

2

8585

91
19

174

28

13
.5

12
2

X

223

69
.9

35.7
Suction Port
38 Dia.4 Places

“A2” Thd. 
“B2” Deep

Suction Port
Surface of

Flow Adj. Screw
17 Hex.

Surface of
Discharge Port

22 Hex. Head Plug Furnished
Filling Port★1

Seal Cover
End Cover

Discharge Port
26 Dia.

Plain Washer
Hex. Hd. Screw

4Places
“A1” Thd. “B1” Deep

Drain Port 
“C” Thd.

D

E

F

L

H
 D

ia
.

J

K
 D

ia
.

“P” Deep
“N” Thd.

Attachment Side

R

Q

Pressure Adj. Screw
13 Hex.

120 Dia.

90°

90°

50 Dia. Dia.

0.
5

(1
06

.5
)

0.
5

(1
06

.5
)

Max. 27.2 Dia.

Max. 26.5 Dia.

★2. Drain port conforms to ISO 9974-1, metric threads.
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★3Detail of Adapter PortAdapter

Adapter

★3. Adapter port conforms to SAE J 514, O-Ring seals.

★4. Drain port conforms to ISO 1179-1, BSPP threads.

Rc3/4 Thd.

■ Foot Mtg. Two Bolts:A3HG56-LR01KK-E1C/E2C/U1C/U2C/J1C

● For other dimensions, refer to “Flange Mtg. Two Bolts”.
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For Port/Flange Code “U1/J1”, Adapter and bonded seal are attached. After installing the bonded seal at the drain port tighten the adapter
■ Drain Port

● Detail:A3HG56-FR01KK-E1C/E2C ● Accessories:A3HG56-FR01KK-U1C

● Detail:A3HG56-FR01KK-U2C ● Accessories:A3HG56-FR01KK-J1C

★2Detail of Drain Port
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