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Series 

40Ω-10Ω Series Flow Control and Relief Valves
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Air Vent 
3 (.12) Hex. Soc.

Pressure Adj. Screw for Safety Valve  
3 (.12) Hex. Soc.

INC.
Lock Nut 10 (.39) Hex.

Outlet Port "A"

The direction can be altered to every 90 degree angles

Drain Port "Y"
Vent Port "V"

Manual Flow Adjustment 
M4 Thd. (Internal Thd.)

INC.

Tank Port "T"

11 (.43) Dia. Through 
17.5 (.69) Dia. Spotface 

4 Places
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Mounting Surface 
(O-Rings Furnished) Two Locating Pins 

6(.24) Dia.

Connector

Air Vent 3 (.12) Hex. Soc. 
3 Places

Manual Pressure Adj. Screw 
3 (.12) Hex. Soc.

INC.

Connector
The direction can be altered 
to 90 degree angles.
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Lock Nut 10 (.39) Hex.

Inlet Port "P"

Manual Pressure Adjustment Screw for Safety Valve 

3(.12) Hex. Soc.
INC.

Cable Departure 
Cable Applicable: 
Outside Dia. 8-10  mm 
   (.31 - .39  in.) 
Conductor Area 
 Not Exceeding 1.5 2 mm  
   (.0023 sq. in.)

. . .

. . .

Cable Departure 
Cable Applicable: 
Outside Dia. 8-10 mm (.31 - .39 in.). . .
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Models with Proportional Pilot Relief Valve

C
HEFBG-03-125- -17/1790

Models without Proportional Pilot Relief Valve

EFBG-03-125-17/1790

16 kg
(35.3 lbs.)

Approx. Mass ......

14 kg
(30.9 lbs.)

Approx. Mass ......

For other dimensions, please refer to the models with proportional pilot relief valve.

Manual flow adjustment can be done by screwing for example an 
M4   20L screw in the M4 thread or pushing in a rod etc. there.

DIMENSIONS IN 
MILLIMETRES (INCHES)

Conductor Area . . . Not Exceeding 1.5 mm2 (.0023 sq. in.)




