PRESSURE CONTROLS

BST-03-sk-3-:-48/4890 DIMENSIONS IN
BST-06-:k-2%-::-48/4890 MILLIMETRES (INCHES)
BST-10-sk-2%-:-48/4890

® Terminal Box Type

Position can be shifted by 90° Steps.

Space Needed to Remove
Solenoid-Each End
DC/R:204.4(8.05) DC/R:50(1.97)
AC :196.4(7.73) AC :45.5(1.79)

47.5 DC/R:102.2(4.02)

(1.87) |AC :98.2(3.87)
475 Electrical Conduit Connection
- "r" Thd. (Both Ends)

46 Pressure Adjustment Handle
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[Tr81) ® (1.87)
T —F
‘ ! ‘ A Manual Actuator
: Lock Nut 14(.55) Hex. o § : 7"? %// 6(.24) Dia.
/ 8 | i
NS e ki (<]
? :g Remote Control Port "B" & -
Vent Port ‘ 3 "W" Thd. z
K" Thd. \ i
Two Collars
Pressure Port* /[ 7]
| "X" Thd. o
Tank Port 2 Places
"X" Thd.
Pressure Gauge Connection K \Remote Control Port "A"
"E" Sq. "h" Thd. "W" Thd.
L
F
Fully Extended
H
% There are two threaded connection pressure ports. They can be connected each other in-line; one as inlet and the other
as an outlet or the valve can be used by plugging one of the pressure ports.
Dimensions mm (Inches)
Model Numbers

C D E F H K L N P Q S T U \"

BST-03-:-48/4890
75 40 52 78 145 45 90 | 2393 | 685 | 1525 36 | 105.5 69 62

(2.95) | (1.57) | (2.05) | (3.07) | (5.71) | (1.77) | (3.54) | (9.42) | (2.70) | (6.00) | (1.42) | (4.15) | (2.72) | (2.44)

BST-06--48/4890

85 50 80 96 151 60 120 | 271.8 89 164.5 49 117.5 81 74

BST-10-%-48/4890 (3.35) | (1.97) | (3.15) | (3.78) | (5.94) | (2.36) | (4.72) |(10.70)| (3.50) | (6.48) | (1.93) | (4.63) | (3.19) | (2.91)

Japanese Standard "JIS" N. American Design Standard
Model Numbers Design 48 Design 4890
"W*" Thd.| "X" Thd. | "h" Thd. | "k" Thd. | “r" Thd. |"W" Thd.| "X" Thd. | "h" Thd. | "k" Thd. | "r" Thd.
BST-03 Rc 3/8 3/8 NPT
1/8 1/4 3/8 172
BST-06 Rc1/8 | Rc3/4 | Rcl/4 | Rc3/8 G122 NPT 3/4 NPT NPT NPT NPT
BST-10 Re 1-1/4 1-1/4 NPT
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©® Models with Plug-in Connector

DIMENSIONS IN

03 MILLIMETRES (INCHES)
BST-06-:%-#%-%-N-48/4880/4890
10
DC/R:204.4(8.05) —
- Dimensions mm(Inches)
AC  :196.4(7.73) Cable Departure * Model Numbers
51 51 n_, Cable Applicable: ) P T NN QaQ n
o) 207 Conductor Aria o S99 TBST03H-ARN | 685 | 1055 | 239 | 1585
Not Exceeding 1.5mm?(.0023 SQ. in.) BST-06-%-A%-N | (2.70) | (4.15) | (9.41) | (6.24) 39
89 | 117.5 | 271.5 | 1705 | (1.54)
BST-10-4-A%N 1 3 50) | (4.63) | (10.69)| (6.71)
o =l BST-03-%-D#-N | 685 | 1055 | 250 | 169.5
[ BST-06-%-D%-N | (2.70) | (4.15) | (9.84) | (6.67) | 39
1, 8 . BSTloue DN | 89 | 1175 | 2825 | 1815 | (159
Remote i z (3.50) | (4.63) |(11.12)] (7.15)
Control .
Port "B" Design 4880 Only BST-03-%-R*-N | 685 | 1055 | 253 | 162.7
"W" Thd. }"T\ * BST-06-%-Rk-N | (2.70) | (4.15) | (9.96) | (6.41) 33
Pressure /" [ 89 | 117.5 | 2855 | 1747 | (2.09)
wyort o BST-10-%-R¥N | 350) | (4.63) | (11.24) | (6.88)
X" Thd.
2 Places
Remote Control Port "A" Model Numbers "W" Thd. | "X" Thd. "h" Thd. | "k" Thd.
Vent Port "W" Thd
"k" Thd. Fll:a[}.k Port 1\ prossure Gauge Connection BST-03--%-2-N-4880 3/8 BSP.F
(Rear Side) X" Thd. "h" Thd
BST-06-%-3-5%-N-4880 | 1/8 BSP.F | 3/4 BSP.F | 1/4 BSP.Tr | 3/8 BSP.Tr
% Position of cable departure can be changed. For details,
refer to DSG-01 valve on page 357. BST-10----N-4880 I-1/4 BSP.F

See the installation drawing of terminal box type on page 223 for design 48 and
4890 port thread and other dimensions.

M Options - Models with Vent Restrictor

©® Terminal Box Type ® Plug-in Connector Type

03 03
A-BST-06-%-2B3A .« 48/4880 A-BST-06-%- 2B3A . N-48/4880/4890
2B3B 2B3B
10 10
DC/R:102.2(4.02) DC/R:102.2(4.02)
AC :98.2(3.87) AC :98.2(3.87)
A7 sorey o s
E QS |- I
i ° g
: - z - 2
o o
Dimensions Plug-in Connector Type
mm (Inches) Terminal Box Type
P T AC Solenoid DC Solenoid R (AC—DC) Solenoid
Model Numbers N Q NN QQ NN QQ NN QQ
A-BST-03 68.5 | 1355 || 2693 182.5 269 188.5 280 199.5 283 192.7
A-BST-06 (2.70) | (5.33) | (10.60) | (7.19) || (10.59) | (7.42) | (11.02) | (7.85) (11.14) (7.59)
ALBST-10 89 | 147.5| 301.8 1945 301.5 | 2005 | 3125 | 2115 315.5 204.7
(3.50) | (5.81) || (11.88) | (7.66) || (11.87) | (7.89) | (12.30) | (8.33) (12.42) (8.06)

For other dimensions, see the models without vent restrictor type on page 223 and 224.
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PRESSURE CONTROLS

Mounting surface

BSG-03-:k-5-:%-48/4890 BSG-03: ISO 6264-AR-06-2-A
BSG-06-%-%-%-48/4890 BSG-06: ISO 6264-AS-08-2-A
BSG-10-%k-k-%-48/4890 BSG-10: ISO 6264-AT-10-2-A

DIMENSIONS IN

® Terminal Box Type MILLIMETRES (INCHES)

Solenoid Indicator Light

"C" SQ.

Space Needed to Remove
Solenoid-Each End

—;{‘ DC/R :204.4(8.05) DC/R:50(1.97)

Mounting Surface /

(O-Rings Furnished)

AC :196.4(7.73) AC :45.5(1.79)
_47.5_DC/R:102.2(4.02)
D \ (1.87) |AC  :98.2(3.87) Electrical Conduit Connection
46 47.5 "f" Thd. (Both Ends)
‘ (1.81) ‘ (1.87)
Pressure Adjustment o
Handle (\ B Manual Actuator
INC. ‘ A 6(.24) Dia.
Two Collars o -=z3 ‘ r{
{} e SOLa: m'_ﬁ i SoLb Remote Control Port "A"
. s HEAM 7// "d" Thd.
™ (7]
© = g Remote Control Port "B" —Zf= -
3 d" Thd. \\m 2 |,
2 x| =
Lock Rut Vent Port T
Locating Pin ——+- 14(.55) Hex. - @ /@' " (ﬁ
; - N [
6(.24) Dia. { . M
/ Pressure Gauge Connection g == /
6 L’ "e" Thd. A== o
(24) —— Pressure Port \€> \’\\1 o @2
"Y" Dia. Through
Tank Port "Z" Dia. Spotface
E L 4 Places
b N
F
H
Fully Extended
J
Model Dimensions mm (Inches)
Numbers | ¢ D E F H J K L N P Q S T U \'% X Y V4 a b
BSG-03 75 | 40 | 57 | 78 | 78 | 145 | 14.1 | 41 82 2258 | 77 |130.5| 22 |83.5| 47 | 40 |13.5| 21 | 55 | 77
T 1(2.99)((1.57)(2.24)((3.07)|(3.07)|(5.71)| (.56) [(1.61)|(3.23)| (8.89) |(3.03)((5.14)| (.87) [(3.29)((1.85)[(1.57)| (.53) | (.83) [(2.17)|(3.03)
BSG-06 75 | 40 | 40 | 60 | 78 | 145 | 17 | 52 | 104 |249.8 |83.5| 148 | 45 | 101 | 645|575 |175] 26 | 38 | 58
(2.95)|(1.57)|(1.57)|(2.36)|(3.07)|(5.71)| (.67) |(2.05)|(4.09)| (9.83) |(3.29)|(5.83)| (.18) [(3.98)((2.54)|(2.26)| (.69) |(1.02)|(1.50)|(2.28)
BSG-10 85 | 45 | 47 | 67 | 84 | 146 |20.7| 62 | 124 | 283.8 | 110 (1555 6 |108.5| 72 | 65 |21.5| 32 | 45 | 65
(3.35)[(1.77)|(1.85)[(2.64)[(3.31)[(5.75)| (.81) |(2.44)|(4.88)|(11.17)|(4.33)|(6.12)| (.24) {(4.27)|(2.83)((2.56)| (.85) |(1.26)|(1.77)|(2.56)
Japanese Standard "JIS" N. American Design Standard
Model Numbers Design 48 Design 4890
"d" Thd. | "e" Thd. | "f" Thd. | "d" Thd. | "e" Thd. | "f" Thd.
BSG-03
BSG-06 Rc 1/8 Rc 1/4 G172 1/8 NPT | 1/4NPT | 1/2 NPT
BSG-10

Note: For dimensions of the valve mounting surface, see the installation drawing (P. 213) of
the sub-plate used together.
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©® Models with Plug-in Connector

03 o N Dimensions mm(Inches)
odae umbers
BSG-06-#-:#%-:%-N-48/4880/4890 Q u PP | SS h
10 77 | 835 | 2255 | 1365

BSG-03-%-A%-N
DC/R :204.4(8.05) (2'30? (31'519) (2’128; (5':? "
AC :196.4(7.73 Cable Departure * 6k A s . . 15

¢ 7.73) Cable Applicable: _ BSG-06-4-A%-N | 3350) | (3.98) | (9.82) | (6.06) | (1.54)
51 51 h Outside Dia. ...... 8-10mm(.31-.39 in.) 110 1085 | 2835 | 1615

Conductor Area...... BSG-10-*-A%-N
(2.01) (2.01) Not Exceeding 1.5mm?(.0023 SQ. in.) 433 | @.27) d1.16)| (636)

77 | 835 | 2365 | 1475
BSG-03-%-D*-N | 3133) | (3129) | (9.31) | (5.81)

. 835 | 101 | 2605 | 165 | 39
- SOLerE BSG-06-%-D*-N| 3559) | (3.98) |(10.26)| (6.50) | (1:54)

110 | 1085 | 2945 | 1725
(433) | 4.27) |(11.59)| (6.79)

71 83.5 | 239.5 | 140.7
(3.03) | (3.29) | (9.43) | (5.54)

i 835 | 101 | 2635|1582 | 53
‘ BSG-06-#-R*-N | 3759y | (3.98) | (10.37)| (6.23) | (2.09)

110 | 1085 | 2975 | 165.7
‘ BSG-10-#-R*-N 1 4 33y | 4.27) | (11.71) | (6.52)

BSG-10-%-D*-N

SS

Remote
Control
Port "B"
"d" Thd.

Vent Port

=]
Design 4880 Only

PP

BSG-03-3-R*%-N

Pressure Port

Remote Control Port "A"
"d" Thd. Model Numbers "d" Thd. "e" Thd.

Tank Port Pressure Gauge Connection BSG-03-3k-3k-3£-N-4880
"e" Thd

BSG-06-3-3-%-N-4880 | 1/8 BSP.F | 1/4 BSP.Tr

% Position of cable departure can be changed. For details, refer to DSG-01

valve on page 357. BSG-10-3-3%-3%-N-4880
See the installation drawing of terminal box type on page
DIMENSIONS IN 225 for design 48 and 4890 port threads and other
MILLIMETRES (INCHES) dimensions.
M Options - Models with Vent Restrictor
® Terminal Box Type ® Plug-in Connector Type
03 03
A-BSG-06-#- 2534 4. 48/4890 A-BSG-06-%- 259A __N-48/4880/4890
2B3B 2B3B
10 10
DC/R:102.2(4.02) DC/R:102.2(4.02)
AC :98.2(3.87) AC :98.2(3.87)
[1H 1B
A [femt] SOLb [ [soLb s
=IHEIN |= | =
i o E] 2
", S N 5 N
G
o o
Dimensions Plug-in Connector Type
mm (Inches) Terminal Box Type - - -
Q U AC Solenoid DC Solenoid R (AC—DC) Solenoid
Model Numbers P S PP SS PP SS PP SS
A-BSG-03 77 113.5 255.8 160.5 255.5 166.5 266.5 177.5 269.5 170.7
(3.03) | (4.47) || (10.07) (6.32) (10.06) | (6.56) | (10.49) | (6.99) (10.61) (6.72)
A-BSG-06 83.5 | 131 279.8 178 279.5 184 290.5 195 293.5 188.2
(3.29) | (5.16) | (11.02) (7.01) (11.00) | (7.24) | (11.44) | (7.68) (11.56) (7.41)
A-BSG-10 110 | 138.5 313.8 185.5 313.5 191.5 324.5 202.5 327.5 195.7
(4.33) | (5.45) || (12.35) (7.30) (12.34) | (7.54) | (12.78) | (7.97) (12.89) (7.70)

For other dimensions, see the models without vent restrictor type on page 225 and 226.
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